
SCREENSHOT 

 

Shows the ping requests between the 

Port Clinton PC to a random Napoleon 

and Toledo PC. Two screenshots show the 

pings and requests in the simulation 

panel. 



 
 



 



TOLEDO ROUTER 
 

! 

version 15.1 

no service timestamps log datetime msec 

no service timestamps debug datetime msec 

no service password-encryption 

! 

hostname TOL-RT 

! 

! 

! 

! 

! 

! 

! 

! 

no ip cef 

ipv6 unicast-routing 

! 

no ipv6 cef 

! 

! 

! 

! 

license udi pid CISCO2911/K9 sn FTX15248E28- 

! 

! 

! 

! 

! 

! 

! 

! 

! 

! 

! 

spanning-tree mode pvst 

! 

! 

! 

! 

! 

! 

interface GigabitEthernet0/0 

 no ip address 

 duplex auto 

 speed auto 

 shutdown 

! 

interface GigabitEthernet0/1 

 no ip address 

 duplex auto 



 speed auto 

 ipv6 address 2001:3B21:FFFF:1::1/64 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

interface GigabitEthernet0/2 

 no ip address 

 duplex auto 

 speed auto 

 ipv6 address 2001:3B21:FFFF:2::1/64 anycast 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

interface FastEthernet0/0/0 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/1 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/2 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/3 

 switchport mode access 

 switchport nonegotiate 

! 

interface Vlan1 

 description 1 

 no ip address 

 ipv6 address 2001:3B21:1:1::1/48 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

ipv6 router rip Connect 

! 

ip classless 

! 

ip flow-export version 9 

! 

! 

! 

! 

! 

! 

! 

! 

line con 0 

! 

line aux 0 

! 

line vty 0 4 



 login 

! 

! 

! 

end 

 

 

 

NAPOLEON ROUTER 
 

! 

version 15.1 

no service timestamps log datetime msec 

no service timestamps debug datetime msec 

no service password-encryption 

! 

hostname NAP-RT 

! 

! 

! 

! 

! 

! 

! 

! 

no ip cef 

ipv6 unicast-routing 

! 

no ipv6 cef 

! 

! 

! 

! 

license udi pid CISCO2911/K9 sn FTX1524R856- 

! 

! 

! 

! 

! 

! 

! 

! 

! 

! 

! 

spanning-tree mode pvst 

! 

! 

! 

! 

! 

! 

interface GigabitEthernet0/0 



 no ip address 

 duplex auto 

 speed auto 

 shutdown 

! 

interface GigabitEthernet0/1 

 no ip address 

 duplex auto 

 speed auto 

 ipv6 address 2001:3B21:FFFF:1::2/64 anycast 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

interface GigabitEthernet0/2 

 no ip address 

 duplex auto 

 speed auto 

 ipv6 address 2001:3B21:FFFF:3::1/64 anycast 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

interface FastEthernet0/0/0 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/1 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/2 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/3 

 switchport mode access 

 switchport nonegotiate 

! 

interface Vlan1 

 no ip address 

 ipv6 address 2001:3B21:2:1::1/48 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

ipv6 router rip Connect 

! 

ip classless 

! 

ip flow-export version 9 

! 

! 

! 

no cdp run 

! 

! 



! 

! 

! 

! 

line con 0 

! 

line aux 0 

! 

line vty 0 4 

 login 

! 

! 

! 

end 

 

 

PORT CLINTON ROUTER 
 

! 

version 15.1 

no service timestamps log datetime msec 

no service timestamps debug datetime msec 

no service password-encryption 

! 

hostname PTC-RT 

! 

! 

! 

! 

! 

! 

! 

! 

no ip cef 

ipv6 unicast-routing 

! 

no ipv6 cef 

! 

! 

! 

! 

license udi pid CISCO2911/K9 sn FTX15248961- 

! 

! 

! 

! 

! 

! 

! 

! 

! 

! 

! 



spanning-tree mode pvst 

! 

! 

! 

! 

! 

! 

interface GigabitEthernet0/0 

 no ip address 

 duplex auto 

 speed auto 

 shutdown 

! 

interface GigabitEthernet0/1 

 no ip address 

 duplex auto 

 speed auto 

 ipv6 address 2001:3B21:FFFF:2::2/64 anycast 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

interface GigabitEthernet0/2 

 no ip address 

 duplex auto 

 speed auto 

 ipv6 address 2001:3B21:FFFF:3::2/64 anycast 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

interface FastEthernet0/0/0 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/1 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/2 

 switchport mode access 

 switchport nonegotiate 

! 

interface FastEthernet0/0/3 

 switchport mode access 

 switchport nonegotiate 

! 

interface Vlan1 

 no ip address 

 ipv6 address 2001:3B21:3:1::1/48 

 ipv6 rip Connect enable  

 ipv6 enable 

! 

ipv6 router rip Connect 

! 

ip classless 



! 

ip flow-export version 9 

! 

! 

! 

no cdp run 

! 

! 

! 

! 

! 

! 

line con 0 

! 

line aux 0 

! 

line vty 0 4 

 login 

! 

! 

! 

end 

 

 


